


Benefits & Assistance
At Kalstein France we care about the full satisfaction of our customers, that's why we offer 

value-added services of the highest level based on our expertise.

Delivery Logistics
We take care of all the logistics necessary for the 

shipment of your goods, whether by sea, land or 

air.

Quick Response
Our team is always available to answer all your 

questions or queries, in order to support you 

in any situation...

Technical Support
Enjoy personalized advice for the correct 

preventive and corrective maintenance of your 

equipment, thanks to Kalstein manuals and 

articles, special catalogs and video tutorials.

Kalstein worldwide
With more than 25 years growing with our 

customers, Kalstein's multi-format and modern 

content is now present in more than 10 countries 

and growing.

#Letsgivemore
Thanks to your purchase, a donation is made 

to a non-profit foundation that fights cancer 

and helps vulnerable communities.
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AI Model Recommendation
Model recommendation through AI is used to analyze user behavior, preferences and specific 

characteristics in order to recommend the most suitable product models for each customer.

Kalstein+ Platform
All of this would be presented in an intuitive and 

easy-to-use interface, providing a personalized and 

satisfying shopping experience for each customer.
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KALSTEIN® Analyzers
Portable Chemical Analyzer
Model YR06092

www.kalstein.net/en/

Product Description:

✓ Dry block heating.

✓ Compact size takes up minimum space.

✓ Both Φ1.3cm and Φ1.5cm tube supported.

✓ Digital LCD display.

✓ 4 temperatures setting, from ambient to 45℃.

✓ Microprocessor control ensures temperature stability +/-

0.5℃ in the range.

Model YR06092

Heat Up Mode Metalline Heater

Temperature Option 25 °C/30°C/37°C/45 C

Temperature Precision ±0.5 °C

Temperature Difference Between Holes ±0.3 °C

Heat Up Speed 25 °C-37 °C within 6 minutes

(room temperature 25°C)

Temperature Display Digital LED

Hole Specification ®13mm*20, ®15mm*4,

hole depth: 33mm

Heat Up Power 110V/70W, 220V/120W

Power Supply AC.110V/220V#10% ,50Hz/60Hz

Net Weight 2.4KG

Dimensions L * W x H (mm) 272mm*203mm*188mm






